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Albuquerque ATCT Letter to Airmen No. 06-03 
 
Subject: Practice Instrument Approaches Procedures 
 
This letter describes service and separation standards applicable to practice approaches at 
Double Eagle II and Albuquerque International Airport. 
 
Subject to traffic flow and volume, practice instrument approaches may be provided at 
Albuquerque International Airport. 
 
When requesting a practice instrument approach, pilots should inform approach control 
of the type approach desired and how the approach will terminate (e.g., vectors to final 
approach, full procedure turn, low approach, missed approach, full stop, or pattern work). 
 

1. Aircraft executing practice instrument approaches at Double Eagle II and 
Albuquerque International Airport will be provided the following services: 

 
a. IFR flights receive IFR separation throughout the approach procedures. 
 
b. VFR aircraft receive Class “C” services until the approach clearance 

becomes effective, then standard IFR separation until the missed approach 
point (except 500 feet vertical separation may be applied). 

 
c. Double Eagle II Airport is an uncontrolled airport with UNICOM services 

provided on 122.8.  Aircraft will be advised of known traffic in the 
vicinity of Double Eagle II Airport and advised to change to advisory 
frequency at which time radar service is automatically terminated.   

 
Note:  It must be clearly understood that pilots of VFR aircraft are required to comply 
with visual flight rules.  (FAR 91.155).  For further information, pilots should refer to the 
AIM Part One. 
 
 
 
Rick G. Henson 
Air Traffic Manager 
Albuquerque ATC Tower 


